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PRESENTATION: 

 

 Applications : transmission de signaux, vidéosurveillance, vidéo analogique... 

  Gaine de protection kx7 : PVC-vert ∅ nom:5.0 ± 0.2mm. 

 Conducteur externe kx7 : blindage par tresse couverture 80%. 

  Diélectrique: polyéthylène ∅ nom:3.4mm. 

 Conducteur kx7 : en cuivre nu 9x0.18mm. 

  Conducteur 2alim : en cuivre nu 2x7/0.33 mm 

  Gaine externe : PVC-vert ∅ nom.11.4x7.3mm. 

 



PRODUCTS INFORMATIONS: 

 

Application: These cables are used for signal transmissions, in analogical video and video 

surveillance applications. 
 

Electrical properties: 

Characteristic impedance at 200 MHz: 50Ω  

Nominal capacity: 58.8 pF/m 

Insulation resistance at 20° :> 5000 MΩ.km 

Dielectric strength tesl at 50 Hz ,1min: >4200V 

Max attenuation at 100MHz: 69 

Db/km 

 

Characteristics: 

 

 

Construction: 

 

Center conductor material. 

Diameter over center conductor. 

Bare copper  

9/0.18 mm 

2x7 /0.33 mm 

Dielectric material  

Diameter over dielectric  

Solid PE 

3.4 mm 

Shield (braid) coverage  

Construction of shield 

80% 

80x0.12mm 

Jacket material  

Diameter over jacket  

PVC  

11.4±0.2mm x 7.3±0.2mm 

 

Electrical characteristics: 

 

 

 
               
 


